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CAN'T SLIDE WITH HEAVY LOADS... FALSE

Moving heavy loads back & forth was our main goal when we designed the
sliding systemn. This has been one of our engineering team’s great
successes and we are always proud to show everybody at tow shows,

at lhll'e;5|r customer's location or right here at our plant, just how powerful

it really is.

DIFFICULT TO USE REMOVABLE UNDERLIFT... FALSE
It works exactly like an independent or integrated undedlift for towing.
However, its main advantage is that you can remove it and get the load

closer to the tailboard for extreme recoveries. In a few seconds, you get the
best of both worlds.

CAN'T WORK WITH THE BOOM AT O° ANGLE BECAUSE IT WILL
INTERFERE WITH THE UNDERLIFT... FALSE

The underlift iz easily removabla!

HAVING THE AUXILIARY WINCHES UNDER THE EOOM IS NOT THE
BEST LOCATION... FALSE

Don't forget, we were the first company to introduce them on the market.
Therefore, we had the privilege of choosing the best location. You will enjoy
not having to adjust the wire rope height whan changing the boom angle.




STANDARD BOOM FEATURES

2 stage boom
"W" shaped boom
Maximum lifting capacity retracted: 100,000 lbs

Safe lifting capacity retracted
(25% security factor): 80,000 lbs

Maximurn lifting capacity extended: 30,000 |bs
Boom elevation operating range: 0-65°
Maximum hook height (2 stage boom): 28'

Reach past tailboard at minimum boom angle
(2 stage boom): 15'11"

80" sliding boom; Locks on sliding system
Nylatron boom slide pads

Dual 35,000 b planetary winches

Wire rope: 3/4" x 200

Air cable tensioners

Air free spoal

Air actuated slew locks

360° sheave heads

D-rings mounted on each boom section
Holding valves for boom elevation & extension

STANDARD BODY FEATURES

B 99" wide body
168" minimum CA

(from back of cab to center of rearmost axle)
Anti-twist device
Self-leveling

Hydraulic front & rear outriggers, with a 48"
extension each (195" spread)

Recaovery anchors on rear outriggers
Recovery anchors on each outrigger for
side-pulling

Forward compariments

Compartments over the wheel well
Door checks

Control station lighting

Attachment holders

Tailboard mounted D-rings

Federal standard 108 lighting

Holding valves on hydraulic jack legs
Lubrication fittings on all moving parts
Shotblast & Epoxy primer paint
Hydraulic pump

Hydraulic pressure gauges (driver side)
Mud flaps

OPTIONAL EQUIPMENT
m 2 Auxiliary 15,000 Ib winches
mounted under the boom
m 3 stage boom
= 3 stage Underlift (HD or SHD)
m 4 stage Underlift (HD or SHD)
= Additional attachments
® Heavy duty tire Kt
® Tunnel tool box (24" to 72")
® Battery box inside the tunnel tool box
u Light pylon
® Winch covers
® Rear work lights
® Stainless dress-up kit
B Aluminum dress-up kit
® Chain package
® Recovery siraps
® Snatch blocks
® Light bar
= Paint
= Installation




